
 
 

 

Date: March 30th, 2022 Time: 16:00 hrs 
 

Subject: BULLETIN NO: 1 Document No: 1.1 
 

From: The Clerk of the Course  
 

To: All competitors / crew members  
 Number of pages: 17       Appendices: 3  
 
1. New Itinerary 

Changes in itinerary affect Shakedown and Pre-Start Holding Area of Section 1 (Appendix 1) 
 

2. Changes to the Road Book 
Radio post number 2 in SS 4/7/9 should be at reference 5, not 4. 
Shakedown controls have changed. (Appendix 2) 
 

3. SAS Tracking Systems 
Rally of Nations Guanajuato 2022 timing will be provided by Status Awareness Systems. This will 
require the obligatory installation of a timing unit in every competing car. (Appendix 3) Units must be 
picked up at the Secretariat before scrutineering. 
 

4. Mandatory Drivers’ Safety Briefing 
All crews are required to attend the Driver’s Safety Briefing on Friday, April 1st at 10:00 hrs at the 
RockStar Burger restaurant above the secretariat in the Service Park. 
 

5. CRO Designation and Schedule 
Competitor's Relations Officer will be Rodolfo Sala Pizzini 
 

 
 
The CRO will be available in Rally Campus according to the following schedule: 
Thursday, March 31st, 2022 12:00 - 20:00 
Friday, April 1st, 2022  07:00 - 19:00 
Saturday, April 2nd, 2022 06:30 - 23:00 
Sunday, April 3rd, 2022 07:15 - 18:00 

  



 
 

 

 
6. Names on rear window 

Placing decals on rear window other than compulsory advertising is forbidden, including name decals. 
 

7. Exhibition driving at the Ceremonial Start 
Exhibition driving of any sort, including but not limited to "donuts", inside the control area at the start 
of SSS 1 and 2, is strictly forbidden and will be reported to the stewards. 

 
8. Power Stage podium waiting area 

For the purposes of the live televised Power Stage Podium, competitors may be directed by officials to 
wait after the SS 16 STOP control for up to 30 minutes and take part in the Podium Ceremony. This 
time is already included in the transit time from TC 16 to 16A, so stopping here does not require a 
modification to any competitor's 16A target time. 
 

9. First Meeting of the Stewards 
Scheduled for Friday, April 1st, 2022, at 11:00 hrs 
 

10. Mandatory Media Activities 
A group photo will be taken on Wednesday, March 30th, 2022, at 17:00, beneath the "Arco de la 
Calzada" in downtown León. Attendance is compulsory for all crews. Pickup for the photo session will 
be at hotel Metria at 16:30. 
An official welcome cocktail will be held on Wednesday, March 30th, 2022, at 19:00 hrs in the hotel 
Nueva Estancia. Attendance is strongly encouraged for all crews. 
 

11. Finish Podium Location 
The Finish Podium Ceremony will take place inside the Service Park. 
 

12. Start Order for Section 1 
For television purposes, the start order for Section 1 will be in order of decreasing Performance 
Balancing Factors (as defined in Sup. Regs. Art. 14.1.1), i.e. from fastest at the front to slowest at the 
back. The start order will be as indicated in FIA Regional Rally Sporting Regulations Art. 41.3 and 41.4 
for the rest of the rally. 
 

13. SS 1 - SS 2 Waiting Area 
A waiting area will be established between SS 1 and SS 2, along Benito Juárez street in Guanajuato, 
starting at the corner of 5 de Mayo. Officials will direct competitors to park their cars here in the order 
in which they arrive, while waiting for their TC 2 check-in time. 
Competitors are kindly reminded to keep their personal belongings, including race helmets, gloves, 
etc., with them at all times; Although this area will be closed to vehicular traffic and have a strong 
police presence, it will be crowded and caution should be exercised. 

  



 
 

 

 
14. End of CNRM competition 

For "Rally of Nations-only" competitors, the final control will be 16C. 
For crews entered into the NACAM Championship competition, the final control will be 16C.  
For crews entered into the CNRM competition but not entered into the NACAM Championship 
competition, the rally will end at TC 11A. 
The following are the cars for which the rally will end at TC 11A: (127, 19, 14, 15, 17, 87, 53, 222, 205, 
18, 16, 275, 79, 234, 24) 
 

15. Official Bulletin Board 
There will be no physical bulletin board. Instead, the Sportity app will be used as the official bulletin 
board. The app can be downloaded for free from the Google Play and iTunes stores, and the access 
code is “RoN_2022” 

 
16. Best ‘Scuderia’ Trophy 

An additional trophy will be awarded to the best ‘Scuderia’. Classification for this prize will be 
determined at the end of the rally by averaging the Rally of Nations scores of every car entered by the 
‘Scuderia’. The ‘Scuderia’ with the highest average score will be the winner. 
 

17. Tyres 
The maximum number of tyres for all competitors will be 14, including the ones used for the 
Shakedown. 
 

18. Shakedown recce 
The Shakedown stage will no longer be included in the Reconnaissance Schedule. SS 5 / 14 Los 
Tepetates will be recced at the scheduled time. 
 
 
 

 
Alexis Suberville 
Clerk of the Course 



Target 1st Car
S.S. Liaison Total Time Due

SP Service Park Out - Feria de León
Refuel All (Mobil Escobedo) (1.79) (1.79)

RZ-0 To next Refuel Zone (1.83) (29.08) (30.91)
SD Los Tepetates (14.94) (14.94) (0:35)
SD Shakedown (1.83) (12:08)
SP Service Park IN (14.14) (15.97) (0:35)

Shakedown Totals (1.83) (29.08) (30.91)

Version 2.0 Mx22

Target 1st Car
S.S. Liaison Total Time Due

Refuel All (Mobil Escobedo)
RZ-1 To next Refuel Zone 2.20 140.58 142.78

Silao Pre-Start Holding Area Opens (52.41) (52.41) 18:00
Latest time to report to Silao Pre-Start Holding Area 18:30

 0 Start of Rally - Teatro Juárez (23.34) (23.34) 19:38
 1 Manuel Leal | Ceremonial Start 1.04 1.04 00:20 19:58

SS 1 Street Stage GTO 1 1.10 20:08
 2 Manuel Leal 1.24 2.34 00:28 20:36

SS 2 Street Stage GTO 2 1.10 20:39
 2A Tech Zone IN - Overnight Regroup IN (Early Check-in permitted) 60.76 61.86 01:40 22:19

Friday Totals 2.20 63.04 65.24

Version 2.0 Mx22
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Friday April 1st (Start of Rally)

Shakedown - Friday April 1st - Shakedown

T.C. Location
Distances

FIA NACAM Rally of Nations Guanajuato 2022

Version 2.0 Mx22  Printed on: 2022-03-30



      

FIA NACAM Rally of Nations Guanajuato 2022

Target 1st Car
S.S. Liaison Total Time Due

 2B Overnight Regroup OUT - Service A IN 06:30
SP-A Rally Campus Service Park (2.20) (63.04) (65.24) 00:15
 2C Service A OUT 06:45

Refuel All (Mobil Escobedo) (1.79) (1.79)
RZ-2 To next Refuel Zone 46.87 77.82 124.69

 3 Guanajuatito 28.25 28.25 00:50 07:35
SS 3 Guanajuatito 1 22.54 07:38

 4 Otates 8.62 31.16 00:40 08:18
SS 4 Otates 1 22.59 08:21

 5 Los Tepetates 26.11 48.70 01:00 09:21
SS 5 Los Tepetates 1 1.74 09:24
 5A Tech Zone IN - Regroup IN 14.84 16.58 00:30 09:54
 5B Regroup OUT - Service B IN 00:15 10:09

SP-B Rally Campus Service Park (46.87) (77.82) (124.69) 00:40
 5C Service B OUT 10:49

Refuel All (Mobil Escobedo) (1.79) (1.79)
RZ-3 To next Refuel Zone 45.13 75.82 120.95

 6 Guanajuatito 28.25 28.25 00:50 11:39
SS 6 Guanajuatito 2 22.54 11:42

 7 Otates 8.62 31.16 00:40 12:22
SS 7 Otates 2 22.59 12:25
 7A Tech Zone IN - Regroup IN 38.95 61.54 01:30 13:55
 7B Regroup OUT - Service C IN 00:15 14:10

SP-C Rally Campus Service Park (45.13) (75.82) (120.95) 00:40
 7C Service C OUT 14:50

Refuel All (Mobil Escobedo) (1.79) (1.79)
RZ-4 To next Refuel Zone 49.33 81.68 131.01

 8 Guanajuatito 28.25 28.25 00:50 15:40
SS 8 Guanajuatito 3 22.54 15:43

 9 Otates 8.62 31.16 00:40 16:23
SS 9 Otates 3 22.59 16:26
 10 Autódromo 28.76 51.35 01:05 17:31

SS 10 Autódromo de León SSS 1 2.10 17:51
SS 11 Autódromo de León SSS 2 2.10 17:56
 11A Tech Zone IN - Parc Fermé IN 16.05 18.15 00:40 18:36
 11B Parc Fermé OUT - Flexi-Service D IN
SP-D Rally Campus Service Park (49.33) (81.68) (131.01) 00:45
 11C Flexi-Service D OUT - Parc Fermé IN For classified cars, except re-starting crews, 11C closes at 23:00

Saturday Totals 141.33 235.32 376.65
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Saturday April 2nd

T.C. Location
Distances
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FIA NACAM Rally of Nations Guanajuato 2022

Target 1st Car
S.S. Liaison Total Time Due

 11D Overnight Regroup OUT - Service E IN 07:15
SP-E Rally Campus Service Park (0.00) (0.00) (0.00) 00:15
 11E Service E OUT 07:30

Refuel All (Mobil Escobedo) (1.79) (1.79)
RZ-5 To next Refuel Zone 43.92 63.26 107.18
 12 Alfaro 20.87 20.87 00:50 08:20

SS 12 Alfaro 1 20.36 08:23
 13 Derramadero 8.67 29.03 00:40 09:03

SS 13 Derramadero - El Brinco 1 21.82 09:06
 14 Los Tepetates 18.88 40.70 00:50 09:56

SS 14 Los Tepetates 2 1.74 09:59
 14A Tech Zone IN - Regroup IN 14.84 16.58 00:30 10:29
 14B Regroup OUT - Service F IN 00:15 10:44
SP-F Rally Campus Service Park (43.92) (63.26) (107.18) 00:40
 14C Service F OUT 11:24

Refuel All (Mobil Escobedo) (1.79) (1.79)
RZ-6 To next Refuel Zone 42.18 67.89 110.07
 15 Alfaro 20.87 20.87 00:50 12:14

SS 15 Alfaro 2 20.36 12:17
 16 Derramadero 8.67 29.03 00:40 12:57

SS 16 Derramadero - El Brinco 2 (Power Stage) 21.82 13:09
 16A Tech Zone IN 35.82 57.64 01:40 14:49
 16B Tech Zone OUT - Service G IN 00:11 15:00
SP-G Rally Campus Service Park (42.18) (65.36) (107.54) 00:10
 16C Service G OUT - Finish Area IN 15:10

Finish Podium (2.09) (2.09) 16:00
Parc Fermé (2.23) (2.23)

Sunday Totals 86.10 128.62 214.72

Version 2.0 Mx22

DAY S.S. Liaison Total %

Shakedown - Friday April 1st - Shakedown 2.20 63.04 65.24 3%

Saturday April 2nd 141.33 235.32 376.65 38%

Sunday April 3rd 86.10 128.62 214.72 40%

Total 229.63 426.98 656.61 35%
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TOTALS OF THE RALLY

% of Special 
Stages

Sunday April 3rd

(Daylight Savings Time starts on this day / Inicia Horario de Verano)

T.C. Location
Distances

Version 2.0 Mx22  Printed on: 2022-03-30
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SHAKEDOWN SS START SS

SD
SHAKEDOWN INICIO TC TC
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SHAKEDOWN SS FINISH SS

SD
SHAKEDOWN FIN DE TC TC
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SS
SD SHAKEDOWN

DIST

SD
TC

16.05 kmTC
SP SERVICE PARK IN

CH

SD SHAKEDOWN 1.83 km
00:35

27.51 km/h
RECORD:

DIRECCIÓN INFORMACIÓN DIST REG

TOTAL PARC • PART DIRECTION INFORMATION TO GO

0.00 0.00 16.05 SD

1 1.83

0.22 0.22 15.83

2 1.61

0.49 0.27 15.56

3 1.34

0.77 0.28 15.28

4 1.06

1.04 0.27 15.01

5 0.79

AVERAGE • PROM.

TIME 
TIEMPO

DISTANCIA • DISTANCE
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SS
SD SHAKEDOWN

DIST

SD
TC

16.05 kmTC
SP SERVICE PARK IN

CH

SD SHAKEDOWN 1.83 km
00:35

27.51 km/h
RECORD:

DIRECCIÓN INFORMACIÓN DIST REG

TOTAL PARC • PART DIRECTION INFORMATION TO GO

AVERAGE • PROM.

TIME 
TIEMPO

DISTANCIA • DISTANCE

1.42 0.38 14.63

6 0.41

1.53 0.11 14.52

7 0.30

1.83 0.30 14.22

8 0.00

2.00 0.17 14.05

9

2.42 0.42 13.63

10
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RallySafe Fitting Kit Manual V2.0   

RallySafe® Fitting Kit Manual – RALLY CAR 

**Product Disclaimer** 
“This manual, the specifications, and the material contained in it, as released by Status Awareness Systems and RallySafe, is 
for the purpose of information only. Due to continuous ongoing development, information and specifications may change at 

any time without notice. RallySafe, and the companies that have contributed to it, shall not be liable for any use of the 
manual or information supplied. 

The material contained in this manual is protected by copyright and other types of Intellectual Property Rights. The 
commercial exploitation of the material contained in this specification requires a license to such Intellectual Property Rights. 

This manual may be utilised or reproduced without any modification, in any form or by any means, for informational purposes 
only. For any other purpose, no part of the specification may be utilised or reproduced, in any form or by any means, without 

permission in writing from RallySafe. 

The word RallySafe and the RallySafe logo are registered trademarks” 

RallySafe® Fitting Kit Components 

The RallySafe Fitting Kit includes: 

x RallySafe Installation and Fitting Kit Instruction Sheet; 
x 3-in-1 antenna with leads (Lead length and option of either bolt-on (preferred) or stick-on to be selected at time 

of order); 
x Internal radio antenna with lead (Lead length to be selected at time of order); 
x 6 – 24v wiring loom with plug (Length to be selected at time of order, making sure to include 300mm spare cable 

at mounting point); 
x Mount, either roll cage or flat, with 25mm ball joint, to be bolted through dash; 
x Adjustable mount connector/knuckle (Length to be selected at time of order).  

  

 

 (Contents may differ slightly to image shown) 

N.B. The RallySafe Display Unit is NOT part of the fitting kit and will be available at Documentation or Scrutineering 
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RallySafe Fitting Kit Manual V2.0   

12 Volt Power Supply (Please read carefully) 
RallySafe requires a continual reliable power supply from 9 to 28 volts DC. For your safety and continuity of service, it is 

imperative that the unit is connected to an un-switched supply on the battery’s positive terminal or the battery’s positive 

side of the isolation switch. Ensure that power is supplied to the unit at all times. Do not use an ignition switched power 
supply. 

We recommend a 5-amp (Max) blade type or similar quality fuse is used at the battery supply end of the RallySafe power 

lead.   

Zero volts or battery negative can be picked up at any suitable earthing point providing the isolation switch does not 
switch the negative side of the battery.  

The RallySafe unit has an internal battery that is kept charged via the car’s power supply. It acts as a reserve supply to power 

the unit in the case of an accident where a car’s power supply is interrupted. i.e. car battery smashed or dislodged. 

As the RallySafe unit is aware of movement and location, it will automatically go into power save/sleep mode after 5 

minutes of no movement detected. However, the unit will continue to function when sending safety signals while on stage. 

The unit can be "woken" up by pressing any button or by movement of the car. 

In the yellow power loom there are 5 wires. White blue and grey must be stagger cut and heat shrinked or taped back 
so they can’t short to ground or to each other. Red and black are used as follows: 

Connection Diagram 
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RallySafe Fitting Kit Manual V2.0   

Mounting and Antenna Leads 

 

 

 

 

 

  

 

 

 

 

 

Antenna leads are connected as follows (There may be variations with the type and number of leads). 

1. The WI-FI lead, colour-coded Blue, is connected to the terminal labelled "Wi-Fi" on the RallySafe unit (Right 

Hand Thread). Terminals may be on the side or rear of the unit and/or colour-coded Blue. Please note, if you have 
two blue radio antenna leads, one from the external antenna and one from the internal antenna, use the internal 

antenna lead. Please neatly coil and stow the spare external antenna lead as it may be used in the future. 
 

2. The Satellite Communication antenna lead is connected to the centre or rear terminal labelled "IRI" (Left Hand 

Thread). It may also be colour-coded Yellow (this may be not marked on the 2-in-1 antenna). 

 

3. The GPS antenna lead labelled "GPS", is connected to the terminal labelled "GPS" on the RallySafe unit (Right 

Hand Thread). Terminals may be on the side or rear of the unit and/or colour-coded Green. 

 

4. GSM, if optioned, has a small stick antenna supplied with the RallySafe unit, and is connected to corresponding 

terminal labelled "GSM" on the RallySafe unit (Left Hand Thread). The terminal may be on the side or rear of the 

unit and/or colour-coded Red.  

Rear panel of the unit, with all aerial and power leads 
connected. 

A standard installation. Note: unit and aerial placed in clear 
and unobstructed view. 

 

A minimum 300mm of the RallySafe Power Supply Cable and Antenna Leads should be left at the unit mounting bracket 
location for connection to the unit 
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Unit Mounting & Dimensions 

The preferred method for mounting the RallySafe unit is a RAM style 50mm x 75mm flat base with ball, bolted through the 

dash with a 3mm aluminum backing plate. It should be in a central, protected location, and both easily visible and accessible 

by both the driver and co-driver/nav. Photographs of preferred mounting and positioning can be seen below.  

An alternative mounting method for the RallySafe unit is on the roll cage forward leg on the co-driver's side, on a right 

angle roll cage bracket with ball and connector clamp (also shown in photos above and below). 

The RallySafe unit should preferably be mounted in a vertical position where peripheral vision can catch screen warnings 

and notifications. Some drivers prefer to be able to see the unit, others prefer to let the co-driver view the screen and call 

the safety signals as required.  

MOUNTING EXAMPLES 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Here the 25mm rubber ball mount is securely 
attached to the A pillar bar of the roll cage. 

The RallySafe unit then mounts to the 25mm rubber ball 
mount (connected through the RallySafe connector). 
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Unit Dimensions 

 

Antenna Installation 

All leads on both external and internal antennas must run on the inside of all roll cage bars. This is to stop cable crushing 

on impact. The preferred route is to go down from the antenna, underneath the closest part of the roll cage (roof cross or 

main hoop), follow that along to the roof hoop, then go down the inside A pillar to the unit. Any excess cable must be run 

so that the cable is not bent any tighter than a 100mm radius. We recommend running it across the underside of the dash 

and back (do not coil in tight loops). Cables must be tied neatly along the whole installation all the way to the unit so they 

can’t be accidently caught or dislodged. All this will be checked at scrutineering and you may be required to fix it before 

your car can pass.  When antenna fittings are not in use, please safely tuck them away to avoid any damage.  

Bolt-on Antenna (Preferred): 

The antenna is mounted through a 12mm hole in a central 

location on the ROOF of the vehicle, preferably 50mm forward 

of the main roll bar hoop, allowing the cabling to pass through 

the roof and follow the cage bars back to the RallySafe unit 

location. The antenna is a fully watertight unit which seals 

against the roof surface. (High pressure water against the 

antenna may cause damage, please be mindful when washing 

interior and exterior of vehicle) 

In special circumstances, a temporary stick-on antenna that does 
not require a hole through the roof can be ordered. It is highly 
recommended, however, that the standard 3-in-1 antenna be 
used, as it significantly improves communications.  
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Step By Step Process for the Bolt-on Antenna 

                                  

 

 

 

 

 

                              

 

 

 

 

Stick-on Antenna (Alternative): 

The antenna is mounted on the ROOF of the vehicle, preferably within easy cable reach of the final RS unit mounting 

position allowing the cabling to then pass through the door seal and follow the cage bars back to the RS unit location. The 

antenna is a fully watertight unit which seals against the roof surface. Cabling will need to be suitably taped and protected 

to the outside of the car. 
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Internal Wi-Fi:   

The Internal Wi-Fi should be placed on the inside of the ROOF in a clear uncluttered area, with a 200mm radius clear of any 

bar work or solid metal object. The internal Wi-Fi antenna has a magnetic base with double-sided tape for adhesion. The 

cable is then run to the RallySafe unit. Please keep cable inside roll cage so as not to be crushed in the event of an 
accident. Poor positioning or mounting of this antenna will result in decreased range of car-to-car functions i.e. Push-to-

Pass safety warnings etc. This is also important for relaying your safety status out via other vehicles to race control if 

damage occurs to your external antenna. 

 
 

 

Unit Power Consumption Figures & Specifications 

 

Contact Us 

STATUS AWARENESS SYSTEMS 
14 Short St, Ulverstone  

Tasmania, 7315 

AUSTRALIA 

Phone: +61 3 6425 7003 

Email: enquiry@statusas.com 

Power Cable Conductor Specifications 

Number of Conductors 5 

External Diameter 2.5mm 

Material Copper 

Current Rating 5A 

Unit Power Consumption at 12 Volts 

Power on Transit Mode .200A 

Power on Transit Mode - Charging .300A 

Power Down – Sleep Mode .002A 

Transmitting Incident on Stage .250A 

Here the antenna is stuck to the inside centre of the 
roof (Preferred) 

Please note the internal antenna must be 200mm 
AWAY from any roll cage components 


